
Note:
1 (

 12kgf.cm           
      
    Attention The breaking torque of the gear box is 12kgf.cm. 
        

Housing material ) metal
o2 Backlash,at no-load 1.0

3 Bearing at output Sleeve bearings 
4 Radial play of shaft 0.05mm
5 Thrust play shaft 0.2mm
6 RF-180 ZY22
     The gear box can apply to RF-180 motors.
7

When the motors using at low speed,high gear ratio please 
        choose low power motors and do protection measurements.

PG22 Gearhead Series

PG22

/Planetary gear

/Appearance size

/Operating relative humidity:20% 85%RH

Module 

/Pinion Specifications
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 /Gearboxes Specifi cations

        
Reduction  ratio

3.5 4

12.3 16 19

42.8 64 90

150 256 304

361 428

      
Reduction absolute

  
Rated tolerance
         torque

    
Max breaking
      torque

     
Efficiency

   
      
Number of 
   stages

90%

81%

73%

1

2

3

 
Gearbox
   length

L mm

31/2 4

121/4 16 19

427/8 64 901/4

65% 4
1501/16 256 304

361 42811/16

1.0kgf cm

2.0kgf cm

4.0kgf cm

3.0kgf cm

6.0kgf cm

12.0kgf cm

13.9        

17.5

21.1

4.0kgf cm 12.0kgf cm 24.7

712 1024 1263 1444

1500 2036
59% 5

71251/64 1024 12631/2 1444

150013/32 203617/64
4.0kgf cm 12.0kgf cm 28.3
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